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(54) Title: INCANDESCENT ELECTRIC LAMP AND SOCKET ASSEMBLY

^ (57) Abstract: An incandescent lamp assembly is characterised by adapter (5) and adjustment collar means. The assembly essen-

ff) tially comprises a single ended capsule (1) having a press seal (3) thereof. One or more filaments (2) are located inside the capsule

O (1) and current connection leads (15) extend from the press seal (3). The adapter means (5) has an elevated or stepped up portion

£J (8") having a slit (6*) through said elevated or stepped up portion (8") thereof for receiving the press seal portion (3) of said capsule

S (1). In addition, an adjustment collar (10) has a flat surface and downwardly extending sidewalls (11), said adapter means (5) being

weldably mounted on said adjustment collar (10), said adjustment collar (10) having an opening (9") for receiving at least a part

2 °f said Press seal portion (3) and current connection leads (15), while a socket means (14) is closed at one end with an insulated

material in which the said electrical connection leads (15) are embedded, the open upper potion of the socket (14) means receiving

Q said adjustment collar (10) in a snug yet adjustable manner, one or more weld means (1 6) for weldably connecting said socket means

(14) to said adjustment collar (10) and a pair of connection prongs (12) extending outwardly and downwardly from said insulating

material.
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INCANDESCENT ELECTRIC LAMP AND SOCKET ASSEMBLY

Field of the invention

5 The present invention relates to lamps, particularly halogen incandescent lamps. More

particularly, the present invention relates to novel incandescent lamp and socket assembly,

which is simple to assemble and easy to align with respect to the reflector with'which it will

be generally used. The present invention also relates to a method of assembling the

incandescent lamp to the socket and a stepped ring at a predetermined focus with respect to a

10 reference plane, formed by a plurality of projections on the stepped ring. The lamp-socket

assembly of the present invention is particularly suitable for use in automotive headlights

where the position of the filament of the lamp with respect to the focus of the reflector is of

utmost importance for the required light distribution emanating from the headlight beam.

Apart from the fact that the lamp must be accurately aligned with respect to the focus of the

15 reflector, it s very important that such alignment is retained in spite ofthe shock and vibration

of the vehicle which may be transferred to the lamp. The present invention ideally satisfied

these requirements in an improved and hitherto unknown manner.

Background of the invention

Lamps, particularly, halogen incandescent lamps are well known in the art. Most

20 known lamps employ glass capsules with at least a filament having lead wires for electrical

connections to the filament. The glass capsule may have one end flattened or pinched into a

press seal. The glass capsule may be made of high temperature resistant glass such as quartz

glass. While, the lamps with a single filament are known two filament lamps for projection of

"high beam" and "low beam" are particularly common.

25 For example, US Patent No. 4, 412, 273 granted to Helbig et al. Describes a two

filament halogen incandescent lamp. The lamp of this patent is characterised by a socket

comprising a cylindrical positioning sleeve, which is fitted into and a cylindrical socket

sleeve. After ensuring that the lamp is correctly positioned, so that the filaments will emit

light in a predetermined pattern with respect to the base, the two sleeves are welded together.

30 The diameter of the adjustment sleeve and socket sleeve are so well matched that the former

is securely seated in the latter, yet adjustable therewith and a plastic element located therein

prior to the welding. The adjustment sleeve has a central opening to receive the single ended

press seal of the lamp capsule with necessary electrical offset with respect to the axis of the

socket. The plastic portion includes a groove in which a sealing ring made of silicone rubber
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is placed. The entire assembly is fitted with a reflector with the sealing ring ensuring a

moisture tight seal.

The lamp of the above-disclosed US Patent, however, suffered from certain inherent

disadvantages. The base core structure of this lamp assembly was found to be particularly

5 complex and also presented certain manufacturing difficulties.

British Patent No. 2 093 632 in attempt to simplify the above construction describes

lamp assembly characterised by a two part base in which the base core is made of ceramic.

The ceramic core is coupled to the base sleeve by riveting. In order to ensure that some play

is left, the structure requires additional riveting and riveting part. The focus of the emanating

10 beam and its optical quality is largely dependent on the manner in which the lamp is secured

to its base. The assembly of this patent demands that as little play as possible is used in order

to ensure that the lamp does not jump out of alignment with respect to the focal point of the

reflector. The main disadvantage of the lamp of this patent has been that the base core is

made of ceramic and therefore, that much difficult to manufacture to close tolerances.

15 Therefore, a rivet connection, which is tight and meets tolerance requirements, is difficult to

make.

US Patent No. 5, 010, 272 of Eckhardt et al discloses a slightly more compact

structure where the base is again a two part structure comprising of a base core and a base

sleeve. This patent attempts to provide a lamp - base combination which is simple to

20 manufacture and assemble, provides for a connection without any play, and which is self

adjusting to compensate for the tolerances of the base core. The assembly is of cementless

type. The lamp capsule consists of a single ended bulb having a pinched press seal at one end

from which extend the current connection leads. The two-part base consists of a metallic base

sleeve and a base core ofan insulating material. The base sleeve is a hollow structure and the

25 base core is a cylindrical solid structure having apertures for electrical connections and

shaped to snugly fit into the sleeve. Rims and projecting tabs are provided to lock the base

sleeve and base core together without play.

Objects of the invention

The lamp assembly disclosed in US Patent No. 5, 010, 272 is still complicated and the

30 presence of the adjustment sleeve causes manufacturing difficulties and makes the lamp

uneconomical. Besides, the very nature of the assembly renders it difficult to ensure that the

position of the filament with respect to the focus of the reflector is accurate for optimum

performance.

2
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Thus, there is a longfelt need for an improved lamp assembly, which is easy and

economical to manufacture and simple to assemble and yet without any disadvantages of the

prior art.

It is therefore, an object of the present invention to provide an improved lamp and

5 socket assembly, which is economical to manufacture and simple to assemble.

It is another object of the present invention to provide a lamp assembly in which it is

easily and economically possible to position the filament accurately with respect to the focus

ofthe reflector of the headlights.

It is yet another object of the present invention to provide a lamp assembly the focus

10 of, which is resistant to the shocks and other vibrations which the lamp may be subjected to

during its normal usage.

Towards achieving some of these objects and overcoming the advantage of the prior

art, the applicants own co-pending application No. 608/Del/99 discloses an improved

incandescent lamp assembly, which comprises in combination, a single ended capsule having

15 a press seal thereof. One or more filaments are located inside the capsule, and current

connection leads extend from the press seal. A cylindrical cup portion with a slit on the top

portion thereof for receiving the press seal portion of said capsule is provided. The socket

means is closed at one end with an insulated material in which the said electrical connection

leads are embedded, the open upper portion of the socket means receiving said cup in a snug

20 yet adjustable manner. The socket has one or more vertical weld means for weldably

connecting said socket means to said cup, and one or more horizontal weld means located

between said vertical weld means. A pair of connection prongs extend outwardly and

downwardly from said insulating material. There is also provided a hollow stepped ring with

a stepped annular ring means and a flat collar means, the stepped ring means receiving in its

25 hollow portion, the socket means in a sealed relationship. The said horizontal weld means is

weldably sealed on the top surface said stepped annular ring.

In another co-pending application No. 110/Del/00 filed on February 8, 2000, the

applicants disclose yet another novel lamp and socket assembly. In this embodiment, the

hollow ring means has flat portions for receiving the socket means in a sealed relationship.

30 The hollow ring comprises a hollow stepped ring with a stepped annular ring means and a flat

collar means, the stepped ring receiving in its hollow portion the socket means in a sealed

relationship. In this embodiment, the horizontal weld means is weldably sealed on the top

surface of said stepped annular ring.

3
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The present invention on the other hand discloses yet another improved version of the

lamp and socket assembly which is simpler in construction and easier to assemble as

compared to the assemblies disclosed in the applicants co-pending applications referred to

above. At the same time, the assembly of the present invention matches those disclosed in

5 said co-pending applications in terms of performance.

As in said co-pending applications, in the present invention also, the lamp portion is

the conventional capsule type bulb enclosing at least a filament having lead wires for

electrical connections and a pinched flattened plate like portion on the other end having

projections on both surfaces. However, unlike the co-pending applications, the present

10 invention, is characterised by an adapter means with a stepped up portion to receive the

pinched potion ofthe glass capsule. The adapter consists of flaps to lock on the projections of

the flat surfaces of capsule. The adapter is mounted on an adjustment collar as will be

explained hereinafter. The special construction of the socket, the adapter and the adjustment

collar achieves the objects of the invention in a simple yet novel manner, rendering the lamp

1 5 ofthe present invention highly economical and commercially viable.

Accordingly, the present invention provides an improved incandescent lamp

assembly, which comprises in combination,

a single ended capsule having a press seal thereof, one or more filaments located inside the

capsule, current connection leads extending from the press seal;

20 an adapter means with an elevated or stepped up portion having a slit through on said

elevated or stepped up portion thereof for receiving the press seal portion of said capsule;

an adjustment collar having a flat surface and downwardly extending sidewalls, said adapter

means being weldably mounted on said adjustment collar, said adjustment collar having an

opening for receiving at least a part of said press seal portion and current connection leads,

25 a socket means closed at one end with an insulated material in which the said electrical

connection leads are embedded, the open upper potion of the socket means receiving said

adjustment collar in a snug yet adjustable manner; one or more weld means for weldably

connecting said socket means to said adjustment collar and a pair of connection prongs

extending outwardly and downwardly from said insulating material.

30 One of the advantages of the present invention is that it may conveniently be

employed with different forms of socket assemblies as will be shown hereinafter.

Detailed Description of the invention

The present invention will now be described with reference to the accompanying

drawings in which like parts are identified by the same reference numerals, wherein:
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Fig. 1 is an exploded view of the lamp-socket assembly of the present invention

depicting the novel adapter means and the novel annular collar;

Fig. 2 is an exploded view of the lamp-socket assembly of the present invention

depicting the novel adapter means and the novel annular collar with an alternative

5 embodiment ofthe socket and weld lugs;

Fig. 3 is an exploded view of the lamp-socket assembly of the present invention

depicting the novel adapter means and the novel annular collar with yet another alternative

embodiment ofthe socket and weld lugs;

Referring to the Figures, a conventional lamp currently used comprises of a glass

10 capsule 1 enclosing a filament 2. The glass capsule is filled an inert gas, usually alongwith a

halogen additive. One end of the glass capsule has a pinched press seal portion 3 with an

outwardly extending lug like projection 4 for enabling the capsule 1 to snap fit into an adapter

means. The adapter means 5 may be metallic and consists of an elevated or stepped portion

8
M and flat horizontal portion 8. A slit 6* passes through on the top of said stepped up portion

15 8". The slit 6
f

is so dimensioned that the press seal 4 of the capsule fits snugly in the slit 6'.

Extending into the slit 6' are crimps or flaps 6 which snap fit with and locks on to the

projections 4 of the capsule.

The adapter means is weldably mounted on an adjustment collar 10. The adjustment

collar has a flat surface 9 with an opening 9" to accommodate the pinch portion 3 with

20 current connecting leads 15, which extending through the slit 6' of said adapter means in the

assembled form. The adjustment collar also has cylindrical sidewalls 11 surrounding the

opening 9". The flat surface 8 of said adapter means weldably is mounted on the flat surface 9

of said adjustment collar. In the mounted form the slits 6 f of the adapter means and the

opening 9" of said adjustment collar have to be in perfect alignment with each other to enable

25 the pinches portion 3 ofthe capsule to pass comfortably therethrough. Care is taken to ensure

that the welding of the two flat surfaces 8 and 9 is carried out only after focussing. Focussing

is achieved by sliding the glass capsule with the adapter means over the horizontal surface 9

of the adjustment collar so that the centre of at least one end of the filament falls on the

central axis passing through the centre of the vertical sidewalls of the adjustment collar and

30 perpendicular to the horizontal flat surface ofthe adjustment collar.

The socket 14 is a metallic cylinder embedded in an insulating material in which the

electrical terminals are embedded. At least a pair of connecting prongs or pins project from

the insulating material to electrically connect the filament 2 of the capsule. It is perfectly

within the scope of the present invention to employ a socket as envisaged in the applicants'
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co-pending applications nos. 608/Del/99 and 1 10/Del/00, the entire contents of both of which

are incorporated herein by virtue of reference.

The present invention also conveniently employs a glass capsule 1, preferably quartz

glass or hard glass, which are resistant to high temperatures, enclosing at least one filament 2.

5 While the particular embodiment of the present invention illustrated in the sole figure of the

drawings disclose a single filament, it is within the scope of the present invention to include

two filaments or multi filaments for 'high' beam and f

low' beam projections and the reference

to filament may be construed accordingly.

The glass capsule 1 is filled with inert gas, which may have a halogen additive. The

10 base portion of the capsule has a pinched press seal portion 3 having two flat surfaces. Each

ofthe flat plate like surfaces has at least one outwardly extending projection 4 for snap fitting

into a metallic adapter 5. A pair of connecting leads 15 connected to the filament project from

the press seal portion of the capsule. The adapter 5 which is preferably metallic an elevated

or stepped up portion 8" with a slit 6' on its top to receive the pinched press seal 3 of the

15 capsule 1 in a snap fit manner. From the walls of the slit 6' extend downwardly projecting

flaps 6 which lock on to the projections 4 of the capsule to hold the capsule in a secure

manner.

The lamp assembly of the present invention is characterised by novel adapter and the

adjustment collar. In addition, it may also conveniently employ the novel socket and stepped

20 ring, which offer unexpected advantages over the prior art as disclosed in the applicants
1

co-

pending applications referred to above. The socket of the present invention is cylindrical in

shape and is closed on one end with a plastic or other insulating material in which the

electrical terminals are embedded. A pair of connecting prongs or pins 12 project from the

insulating material to electrically connect the filament 2 ofthe capsule 1 . The presence of the

25 insulating material ensures that the heat generated by the bulb or the capsule is not

transmitted thereto and thus any weakening or deformation thereof is avoided. In addition,

the connecting pins 12, which project from the insulated material are automatically insulated

from each other and from the headlight assembly. The upper open end of the socket has

vertical weld means or lugs 16 for welding the socket assembly 7 to the adapter-adjustment

30 collar assembly. In such an embodiment, the cylindrical side walls 11 of said adjustment

collar will just fall inside the said welding lugs 16, the outer circumference of said cylindrical

sidewalls 1 1 matching with the inner circumference defined by the set of said welding lugs

16. In an alternative embodiment, the welding lugs 16 may be dispensed with and the

cylindrical sidewalls may be fitted inside the inner vertical walls of said socket. As shown
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in the Fig. 1, the vertical weld means comprise of four upwardly projecting lugs 16, which

are concentric to the axis ofthe socket.

During assembling, the glass capsule or bulb 1 is fixed in the adapter means 5 by

pushing the bulb mechanically into the slit & of the adapter. The bulb snap fits into the slit 6*

5 with the holding flaps 6 locking against the projections 4 of the flattened end portion of the

bulb.

Thereafter, the glass capsule 1 with the adapter 5 is placed on the top of the

adjustment collar 10. The flat surface 8 of the adapter 5 matches with the flat surface 9 of the

adjustment collar. The two surfaces are then welded together after focussing. As mentioned

10 earlier, focussing is achieved by sliding the glass capsule with the adapter means over the

horizontal surface 9 of the adjustment collar so that the centre of at least one end of the

filament falls on the central axis passing through the centre of the vertical sidewalls of the

adjustment collar and perpendicular to the horizontal flat surface of the adjustment collar.

After the welding of the surfaces 8 and 9, the adapter-adjustment collar assembly is

15 placed in the socket with the vertical cylindrical sidewalls of the adjustment collar falling

within the set of lugs 16 ofthe socket as shown in Fig. 1 . Alternatively as shown in Fig. 2, the

adapter-adjustment collar assembly is placed in the socket with the vertical cylindrical

sidewalls ofthe adjustment collar falling within inside the vertical walls of the socket. In such

embodiment, the outer circumference of the vertical cylindrical sidewalls of the adjustment

20 collar will be equal to the inner diameter of vertical walls of the socket. In another

embodiment shown in Fig. 3, the inner circumference of the vertical cylindrical sidewalls of

the adjustment collar will be equal to the outer diameter of vertical walls of the socket. In this

embodiment, the vertical cylindrical sidewalls of the adjustment collar surrounds vertical

walls ofthe socket

25 The assembly of the capsule with the adapter and the adjustment collar is moved

along and around the vertical central axis of the adjustment collar and also around the two

axes perpendicular to each other and in a horizontal plane, i.e., a plane perpendicular to the

central axis of the adjustment collar. By doing this the filament is brought at a required

distance from the reference plane defined by the flattened projections of the socket and the

30 filament is made to fall on the reference axis of the metallic socket. Once such a situation is

attained, the vertical walls of the adjustment collar are welded to the vertical lugs or at the

vertical walls of the socket. Preferably, welding is laser welding since the use of laser ensures

that after welding, the position ofthe capsule is not altered at all since no destabilising forces

are applied or developed during laser welding.
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In the assembly of the present invention, it is possible to adjust the position of the

filament by moving the constituent parts along and around three axes perpendicular to each

other i.e., along and around vertical axes and along and around two axes perpendicular to

each other in horizontal plane.

Thus, the present invention makes it possible to position the filament with respect to

the reference plane and reference axis by the adjustable movement of the sub assemblies

before finally being welded with the filament at the position of optimum focus satisfying

international standards.

It must be borne in mind the present invention has been illustrated above with

reference to the most preferred embodiment and other modifications and embodiments of the

invention are possible without departing from the spirit and scope of the invention.

8
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Claims:

1 . An improved incandescent lamp which comprises in combination,

a single ended capsule having a press seal thereof, one or more filaments located

5 inside the capsule, current connection leads extending from the press seal;

an adapter means with an elevated or stepped up portion having a slit through said

elevated or stepped up portion thereof for receiving the press seal portion of said capsule;

an adjustment collar having a flat surface and downwardly extending sidewalls, said

adapter means being weldably mounted on said adjustment collar, said adjustment collar

10 having an opening for receiving at least a part of said press seal portion and current

connection leads,

a socket means closed at one end with an insulated material in which the said

electrical connection leads are embedded, the open upper potion of the socket means

receiving said adjustment collar in a snug yet adjustable manner; one or more weld means

15 for weldably connecting said socket means to said adjustment collar and a pair of connection

prongs extending outwardly and downwardly from said insulating material.

2. A lamp assembly as claimed in claim 1 wherein said press seal means has two flat

surfaces with at least a locking projection extending outwardly from each flat surface and

said elevated portion of said adapter means having has locking flap means extending

20 downwardly into the slit thereof so that when the capsule is pushed into said adapter means,

the locking projections lock with said locking flaps so that the capsule is held by the adapter

means without any play.

3. A lamp assembly as claimed in claim 1 or 2 wherein said vertical weld means

comprises of a plurality of upwardly projecting lugs, said lugs being welded to said

25 adjustable collar after said adjustable collar is positioned inside said socket means at a

position ofoptimum focus.

4. A lamp assembly as claimed in claim 1 or 2 wherein said vertical weld means

comprise the inner vertical walls of the socket, said vertical walls being weld connected to

said adjustable collar.

30 5. A lamp assembly as claimed in claim 1 or 2 wherein said vertical weld means

comprise the outer vertical walls of the socket, said vertical walls being weld connected to

said adjustable collar.

6. A lamp assembly as claimed in any preceding claim wherein said adapter means has a

flat surface below said elevated portion and said adjustable collar has a flat surface

9
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surrounding said opening, said adapter means and said adjustable collar being weld

connected to each other by means of their respective flat surfaces.

5

10

15

20

25

30

35

40

10



WO 03/092031 T/IN02/00113

Pig. 1



WO 03/092031 T/IN02/00113

Fig. 2



WO 03/092031 T/IN02/00113

3/3

Fig. 3



INTERNATIONAL SEARCH REPORT InternatM^Appllcation No

PCT/l.F02/00113

A. CLASSIFICATION OF SUBJECT MATTER .

IPC 7 H01J5/60 H01K1/46

According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)

IPC 7 H01J HOIK

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Electronic data base consulted during the international search (name of data base and, where practical, search terms used)

EPO-Internal , PAJ, WPI Data

C. DOCUMENTS CONSIDERED TO BE RELEVANT

Category • Citation ol document, with Indication, where appropriate, ol the relevant passages Relevant to claim No.

US 4 492 893 A (STEINER HERMANN ET AL)

8 January 1985 (1985-01-08)
abstract; claims 1-3; figures
column 1, line 1 - line 45
column 1, line 57 -column 2, line 12

column 2, line 22 - line 31

DE 78 22 290 U
(PATENT-TREUHAND-GESELLSCHAFT FUR

ELEKTRISCHE GLUHLAMPEN MBH)
17 January 1980 (1980-01-17)
the whole document

-/-

m Further documents are listed in the continuation of box C Patent family members are listed In annex.

* Special categories of cited documents

:

•A" document defining the general state of tha art which is not

considered to be of particular relevance

•E" earner document but published on or after the International

filing date

•L' document which may throw doubts on priority claim(s) or

which Is cited to establish the publication date of another
citation or other special reason (as specified)

'O' document referring to an oral disclosure, use, exhibition or

other means
p' document published prior to the international filing date but

later than the priority date claimed

T later document published after the International filing date
or priority date and not In conflict with the application but

cited to understand the principle or theory underlying the

invention

'X' document of particular relevance; the claimed invention

cannot be considered novel or cannot be considered to

involve an inventive step when the document is taken alone

•Y' document of particular relevance; the claimed invention

cannot be considered to Involve an Inventive step when the

document is combined with one or more other such docu-
ments, such combination being obvious to a person sktrjed

in the art.

document member of the same patent family

Date of the actual completion of the international search

6 March 2003

Date of mailing of the international search report

19/03/2003

Name and mailing address of the ISA

European Patent Office, P.B. 5618 Patenttaan 2
NL - 2280 Hv* Rijswtjk

Tel. (+31-70) 340-2040. Tx. 31 651 600 nl.

Fax: (+31-70) 340-3016

Authorized officer

Martin Vicente, M.

form PCT/ISA/210 (second sheet) (Jury 1992]

page 1 of 2



INTERNATIONAL SEARCH REPORT Intemat I^^Application No

PCT/lT02/00113

C(Contlnuatlon) DOCUMENTS CONSIDERED TO BE RELEVANT

Category • Citation of document, with indication.where appropriate, of the relevant passages Relevant to claim No.

US 5 818 154 A (BEHR GERHARD ET AL)
6 October 1998 (1998-10-06)
abstract; figures 1-3

column 1, line 11 - line 36
column 2, 1 ine 27 - 1 ine 35
column 2, line 57 -column 3, line 7

US 4 412 273 A (SCHOENHERR WALTER
25 October 1983 (1983-10-25)
cited 1n the application
abstract; figure 1

column 1, line 1 - line 38

ET AL)

Form PCT/JSA/210 (continuation ol second sheet) (July 1992)

page 2 of 2



INTERNATIONAL SEARCH REPORT
itJon on patent family members

Internatlaf^Appllcation No

PCT/lV02/00113

Patent document Publication Patent family Publication

CIleu III otrcucn (tfpoii date member(s) date

US 4492893 A 08-01-1985 DE 8121528 Ul 30-12-1982
EP 0070548 A2 26-01-1983
JP 58025075 A 15-02-1983

____

DE 7822290 U 17-01-1980 DE 7822290 Ul 17-01-1980

US 5818154 A 06-10-1998 DE 4428357 Al 15-02-1996
DE 19601396 Al 17-07-1997
BR 9508988 A 11-11-1997
LA _:iy4__oo Al

CN 1155352 A ,B 23-07-1997
WO 9605610 Al 22-02-1996
DE 59503806 Dl 05-11-1998
EP 0775366 Al 28-05-1997
ES 2121406 T3 16-11-1998
HU 76399 A2 28-08-1997
JP 10504130 T 14-04-1998

US 4412273 A 25-10-1983 DE 8201536 Ul 30-06-1983

Form PCT/1SA/210 (pateni family annex) (July 1992)



• +
wo 03/09203 1 a i i mil tfiniii nmm inn hh i u in mil uni miliim nm mimunw« im mt

For two-letter codes and other abbreviations, refer to the "Guid-
ance Notes on Codes and Abbreviations" appearing at the begin-

ning ofeach regular issue ofthe PCT Gazette.


